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Compressor refrigerators

WAECO CoolMatic MDC-50  		  4.11 WAECO CoolMatic MDC-90  		  4.11

WAECO CoolMatic MDC-65 WAECO CoolMatic MDC-110 

Compressor refrigerator in absorption dimensions Compressor refrigerator in absorption dimensions

Compressor refrigerator in absorption dimensions Compressor refrigerator in absorption dimensions

Gross capacity 	 approx. 43 litres including approx. 4-litre freezer compartment

Voltage 	 12 / 24 volts DC

Average power input 	 approx. 45 watts

Average running time 	 25% at +20°C ambient temperature,  
40% at +32°C ambient temperature,  
both at +5°C interior temperature	  

Insulation 	 35 mm solid polyurethane foam

System 	 Fully hermetic Danfoss BD35F compressor with integrated 
control electronics, low-voltage protection, electronic fuse / 
automatic reverse pole protection, statically ventilated wire tube 
condenser, aluminium rollbond evaporator, mechanical,  
continuously variable thermostat 

Material 	 Body in plastic, middle section in coated sheet steel,  
inside door lining and interior: polystyrene

Colour 	 Door frame / body: grey, door panel: pale grey 

Weight 	 15 kg

Quality features 	 Interior light, door with magnetic seal, variable door hinges and 
locks (right / left), door with double lock (top / bottom) and dual 
function (locking / ventilation)

Scope of delivery 	 Height-adjustable, coated folding grille with retaining bar 
and fixtures

Test marks 	 CE, TÜV/GS, e-approved to 2006/28/EC  
(Automotive EMC Directive)

Gross capacity 	 approx. 90 litres including approx. 10-litre freezer compartment

Voltage 	 12 / 24 volts DC

Average power consumption 	 approx. 45 watts

Average running time 	 35% at +20°C ambient temperature, 50% at +32°C ambient 
temperature, both at +5°C interior temperature

Insulation 	 35 mm solid polyurethane foam

System 	 Fully hermetic Danfoss BD35F compressor with integrated 
control electronics, low-voltage protection, electronic fuse / 
automatic reverse pole protection, statically ventilated wire tube 
condenser, aluminium rollbond evaporator, mechanical,  
continuously variable thermostat

Material 	 Body in plastic, middle section in coated sheet steel, 
inside door lining and interior: polystyrene

Colour 	 Door frame / body: grey, door panel: pale grey

Weight 	 28 kg

Quality features 	 Interior light, door with magnetic seal, variable door hinges 
and locks (right / left), door with double lock (top / bottom) 
and dual function (locking / ventilation)

Scope of delivery 	 Two height-adjustable, coated folding grilles with retaining bar 
and fixtures, ventilation panel

Test marks 	 CE, TÜV/GS, e-approved to 2006/28/EC  
(Automotive EMC Directive)

Gross capacity 	 approx. 64 litres including approx. 10-litre freezer compartment

Voltage 	 12 / 24 volts DC

Average power consumption 	 approx. 45 watts

Average running time 	 30% at +20°C ambient temperature, 45% at +32°C ambient 
temperature, both at +5°C interior temperature

Insulation 	 35 mm solid polyurethane foam

System 	 Fully hermetic Danfoss BD35F compressor with integrated 
control electronics, low-voltage protection, electronic fuse / 
automatic reverse pole protection, statically ventilated wire tube 
condenser, aluminium rollbond evaporator, mechanical,  
continuously variable thermostat

Material 	 Body in plastic, middle section in coated sheet steel,  
inside door lining and interior: polystyrene

Colour 	 frame / body: grey, door panel: pale grey 

Weight 	 20 kg

Quality features	 Interior light, door with magnetic seal, variable door hinges 
and locks (right / left), door with double lock (top / bottom) 
and dual function (locking / ventilation)

Scope of delivery 	 Height-adjustable, coated folding grille with retaining bar 
and fixtures

Test marks 	 CE, TÜV/GS, e-approved to 2006/28/EC  
(Automotive EMC Directive)

Gross capacity 	 approx. 110 litres including approx. 13-litre freezer compartment

Voltage 	 12 / 24 volts DC

Average power consumption 	 approx. 45 watts

Average running time 	 40% at +20°C ambient temperature, 55% at +32°C ambient 
temperature, both at +5°C interior temperature

Insulation	 35 mm solid polyurethane foam

System	 Fully hermetic Danfoss BD35F compressor with integrated 
control electronics, low-voltage protection, electronic fuse / 
automatic reverse pole protection, statically ventilated wire tube 
condenser, aluminium rollbond evaporator, mechanical,  
continuously variable thermostat

Material	 Body in plastic, middle section in coated sheet steel, 
inside door lining and interior: polystyrene

Colour	 Door frame / body: grey, door panel: pale grey

Weight	 30.5 kg

Quality features	 Interior light, door with magnetic seal, variable door hinges and 
locks (right / left), door with double lock (top / bottom) and dual 
function (locking / ventilation)

Scope of delivery	 Two height-adjustable, coated folding grilles with retaining bar 
and fixtures, ventilation panel

Test marks	 CE, TÜV/GS, e-approved to 2006/28/EC  
(Automotive EMC Directive)

Product	 Ref. No.		

CoolMatic MDC-50	 MDC-050 		

Optional extras 
Ventilation panel	 8000G-003		   

Mains adapter 230 V › 24 V 	 EPS-100W		

Mains adapter 110 – 240 V › 24 V	 MPS-35		

Product	 Ref. No.		

CoolMatic MDC-90	 MDC-090 		

Optional extras 
Mains adapter 230 V › 24 V 	 EPS-100W		

Mains adapter 110 – 240 V › 24 V	 MPS-35		

Product	 Ref. No.		

CoolMatic MDC-65	 MDC-065 		

Optional extras 
Ventilation panel	 8000G-002		   

Mains adapter 230 V › 24 V 	 EPS-100W		

Mains adapter 110 – 240 V › 24 V	 MPS-35		

Product	 Ref. No.		

CoolMatic MDC-110	 MDC-110 		

Optional extras 
Mains adapter 230 V › 24 V 	 EPS-100W		

Mains adapter 110 – 240 V › 24 V	 MPS-35		

230-volt connection
with low-priced
mains adapters

(p. 90 – 93)

230-volt connection
with low-priced
mains adapters

(p. 90 – 93)

 Normal cooling  
+10°C to +2°C and *** 
freezer compartment  

0°C to –18°C 

 Suitable for  
solar operation

Ventilation panel  
available as accessory 

Large freezer  
compartment in the 

MDC-65

Right-hinged door  
as standard

 Normal cooling  
+10°C to +2°C and *** 
freezer compartment  

0°C to –18°C 

 Suitable for  
solar operation

Ventilation panel 
included 

Large freezer 

Right-hinged door  
as standard
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Electronic accessories for coolers and refrigerators

Electronic accessories for coolers and refrigerators 
Handy helpers on board 

Limitations on using your mobile fridge? Don’t  

accept them, but overcome them – with the right  

kind of product from the WAECO CoolPower range.  

WAECO CoolPower stands for electronic accessories which  

decisively expand the application possibilities of mobile 

refrigeration – regardless of whether you’ve got a  

thermoelectric or compressor-powered cooling appliance.

The CoolPower voltage monitor keeps the cooler going 

without exhausting the vehicle battery. You’d like to run 

your 12-volt thermoelectric cooler from the 24-volt 

  

battery of your utility vehicle? Go ahead – it’s no problem  

with a CoolPower voltage converter. You want a mains 

connection for your portable compressor cooler, if possible  

worldwide? Even if that connection is not provided as  

standard, you can enjoy fresh snacks and cool drinks in 

your holiday home or hotel room thanks to the CoolPower  

mains adapter.

The CoolPower range offers a solution to any refrige-

ration problem and to any on-board situation –  

a solution to depend on!

Mains power worldwide!
Boundless energy: WAECO CoolPower multi-voltage mains adapters  

operate in an input voltage range from 110 to 240 volts AC. Therefore, you 

and your WAECO cooling appliance will cope with the mains supplies of  

nearly all continents (Europe, America, Asia).

WAECO compressor cooling appliances with Danfoss BD35F compressor: 
WAECO CoolPower MPS 35 mains adapter 110 – 240 volts › 24 volts	 Page 93
WAECO compressor cooling appliances and all models with BD50F compressor:
WAECO CoolPower MPS 50 mains adapter 110 – 240 volts › 24 volts 	 Page 93

Always the perfect battery voltage!

WAECO CoolPower voltage monitors make sure you won’t have any  
problems, even if you forgot to disconnect your cooler when you parked the 

car. When the battery voltage drops, the unit automatically switches the  

cooler off – and back on again when the voltage returns to normal.

WAECO thermoelectric coolers:
WAECO CoolPower M 50U voltage monitor 12 volts	 Page 92
WAECO compressor coolers:
Good for you – these units come with an integrated voltage monitor as standard!

How you turn 24 volts into 12 volts!
You’ve got a 12-volt cooler, but your motorhome, your truck or your boat has 

a 24-volt connection? Don’t worry. Take the cooler anyway, but don’t forget 

the voltage converter. That way you can be sure your 12-volt unit is supplied 

with the right type of voltage.

WAECO thermoelectric coolers:
WAECO CoolPower 804 K, voltage converter 24 volts › 12 volts 	 Page 92
WAECO compressor coolers: 
12 / 24-volt connection available as standard; no need for a converter!

Mobile cooling with 230 volts!
Mains hook-up for your thermoelectric 12-volt cooler. With the CoolPower EPS 

817 mains adapter, you can run your cooler from a mains supply in a hotel 

room, at a campsite or at home.

WAECO thermoelectric coolers
WAECO CoolPower EPS 817, mains adapter 230 volts › 12 volts	 Page 92

For operating WAECO compressor appliances at 230 volts, the CoolPower 

EPS 100 is the product to use. It provides an automatic mains priority circuit 

for 12 / 24 volt vehicle batteries, is suitable for mobile use and for permanent 

installation in the vehicle.

WAECO compressor coolers: 
WAECO CoolPower EPS 100, mains adapter 230 volts › 24 volts 	 Page 93



WAECO CoolPower 804 K	 3.17

WAECO CoolPower M 50U	 3.17

Voltage converter 24 volts › 12 volts

For operation of thermoelectric coolers and other insulated electric consumers that are connected to the battery for longer times.

CoolPower

WAECO CoolPower EPS 100	 3.17

Product	 Ref. No.		

Mains adapter 230 V › 24 V 	 EPS-100W 		

WAECO CoolPower EPS 817	 3.17
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WAECO CoolPower M 50U		  3.17
Voltage monitor for 12-volt applications 

Always the perfect battery voltage: voltage monitor integrated in the supply cable, 

for universal 12-volt applications with cigarette lighter socket as output. 

Enables automatic cut-off at low battery voltage and cut-in at normal voltage. Status indicated by LEDs.

Product	 Ref. No.		

Voltage converter 24 V › 12 V 	 804K-2412 		   

12-volt coolers in
24-volt vehicles

Protects the
vehicle battery from
excessive discharging

Designed for
universal use

WAECO CoolPower EPS 817		  3.17

Input voltage	 230 volts AC / 50 Hz

Output voltage	 13 volts DC

Continuous load	 6 A

Dimensions (W x H x D)	 115 x 65 x 170 mm

Weight	 0.6 kg 

Test marks	 GS, CE

Product	 Ref. No.		

Voltage monitor 12 V 5 A 	 M-50U-12 		

Product	 Ref. No.		

Mains adapter 230 V › 12 V	 EPS-817U 		

Electronic accessories for coolers and refrigerators

WAECO CoolPower EPS 100	 3.17

WAECO CoolPower MPS 50	 3.17

WAECO CoolPower MPS 35	 3.17

Mains adapter for hassle-free connection of 12- / 24-volt cooling appliances to the 230-volt mains.

Suitable for all WAECO compressor cooling appliances – except for those with Danfoss BD50F compressor.

Mains adapter for hassle-free connection of 12- / 24-volt cooling appliances to 110 – 240-volt mains systems. 

Suitable for all WAECO cooling appliances with Danfoss BD35F / BD50F compressor.

Mains adapter for hassle-free connection of 12- / 24-volt cooling appliances to 110 – 240-volt mains systems. 

Suitable for all WAECO cooling appliances with Danfoss BD35F compressor.

Mains power for all 
WAECO compressor 
appliances – except 

those with 
Danfoss BD50F 

compressor

Ideal for permanent 
installation

Automatic priority 
circuit for 

mains operation

Mains power for all 
WAECO compressor 

appliances with Danfoss 
BD35F compressor

Ideal for permanent 
installation

Automatic priority 
circuit for 

mains operation

Mains power for all  
WAECO compressor  

appliances with  
Danfoss BD35F / BD50F 

compressor

Ideal for permanent 
installation

Automatic priority  
circuit for  

mains operation

Input voltage	 110 – 240 volts AC

Output voltage	 25 volts DC

Output power	 110 watts

Battery voltage 	 12 / 24 volts DC

Output current 	 3 A

Dimensions (W x H x D) 	 115 x 55 x 160 mm

Weight 	 approx. 0.7 kg

Quality features 	 Switch mode, automatic priority for mains operation

Test marks 	 GS, CE

Product	 Ref. No.		

Mains adapter 110 – 240 V › 24 V 	 MPS-35 		

Product	 Ref. No.		

Mains adapter 110 – 240 V › 24 V 	 MPS-50 		

Input voltage	 110 – 240 volts AC

Output voltage	 27 volts DC

Output power	 150 watts

Battery voltage	 12 / 24 volts DC

Output current	 6 A

Dimensions (W x H x D)	 120 x 70 x 200 mm

Weight	 approx. 1 kg

Quality features	 Switch mode, automatic priority for mains operation

Test mark	 CE

Mains adapter for connecting thermoelectric 12-volt cooling appliances to the 230-volt mains supply. 

Ideal for use at home, in a hotel, on a campsite, in a weekend cottage etc.

Input voltage 230 volts AC

Output voltage 25 volts DC

Automatic priority 100 watts

Battery voltage 12 / 24 volts DC

Output current 4 A 

Dimensions (W x H x D) 115 x 65 x 170 mm

Weight approx. 0.7 kg 

Quality features Switch mode, automatic priority for mains operation

Test mark CE

Cut-off voltage 11.6 volts DC

Cut-in voltage 12.8 volts DC

Current 5 A max

Quality features Status read-out by LEDs, ready for connection with 
cigarette lighter plug

Test marks e-approved to 2006/28/EC  
(Automotive EMC Directive) 

Input voltage 20 – 30 volts DC

Output voltage 12.5 volts DC ±10%

Energy efficiency max. 90%

Short-time load 6 A / 70 watts

Continuous load 4 A / 48 watts 

No-load current input max. 60 mA 

Dimensions (W x H x D) 53 x 45 x 120 mm

Weight 0.25 kg

Quality features Energy-saving switch mode design with connection 
socket

Test marks e-approved to 2006/28/EC  
(Automotive EMC Directive)

Problem-free mains 
operation for  

thermoelectric  
12-volt cooling  

appliances


